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�iche tiles DECORATIVE CAST METAL PRODUCTS 

TECHNICAL TEST RESULTS 2020 

PRO DUCTS:4X4" / 2X2 "INSERTS - METALS: BRONZE/ PEWTER/ B. N IC KE 
-----== 

TECHNICAL 

CHARACTERISTICS 

TEST 

Abrasion Resistance 

Surface Resistivity 

Scratch Resistance 

Breaking Strength 

Frost Resistance 

Chemical Resistance 

Bond Strength 

(Portland Cement with 

Polymer Mixed) 

Water Absorption 

Surface Burning 

Stain Resistance 

Wedging Test 

Facial Dimensions 

DCOF-Dynamic Coefficient 

of Friction (Wet Areas Onlyj 

SCOF-Static Coefficient 

of Fri 

SPECIFICATION 

SUMMARY 

ASTM STANDARTS 

Class O - Class V 

N/A 

MOHS 1-10 

Al 37.1 ANSI 90 lbs� 

As Reported 

Class A - Class E 
Al 37.1 ANSI 

50 PSI� 

2.0%to 5.0% 

N/A 

Class A - Class 

ASTM TEST 

METHOD 

C373 

F AcuTest 2

C1028 

C1028 

- 1 73 lbs

0.5%to 3.0% 

Class B 

Class A 
� 0.594% 

Range - Max� 0.59% 
Avarage � 3% 

0.42 

Pass 

N/ A (Floor Tile Only) 

oil, grease or other fluids create slippery conditions. When installing floors 

m D.C.O.F. value of 0.42 is required. Additionally, extra caution is required with 

aint ance. Visit www.tcnatile.com for complete information regarding the DCOF 

fu:l.i..�tni-fM'�'l'aTflm1"Tior the test procedure contained in ANSI A 13 7.1 Section 9.6, which has been 

·e measurements, and is in use at tile manufacturing facilities.

· h it from other DCOF measurements using different instruments and/or protocols.

mber: QAD2020-24 REPORT DATE:10/11 /2020 

Tested Product Thickness : l /3" Installed and Used in Wet Areas 



�iche tile� DECORATIVE CAST METAL PRODUCTS 

TECHNICAL TEST RESULTS 2020

PRODUCTS:2Xl 2"/1 l /5Xl 2"/0.5Xl 2"/3X9" LINERS - METALS:BRONZE/PEWTER/8.NI 

TECHNICAL 

CHARACTERISTICS 

TEST 

Abrasion Resistance 

Surface Resistivity 

Scratch Resistance 

Breaking Strength 
Frost Resistance 

Chemical Resistance 

Bond Strength 

(Portland Cement with 

Polymer Mixed) 

Water Absorption 

Surface Burning 

Stain Resistance 

Wedging Test 

Facial Dimensions 

DCOF-Dynamic Coefficient 

of Friction (Wet Areas Onlyj 

SCOF-Static Coefficient 

SPECIFICATION 

SUMMARY 

ASTM STANDARTS 

Class 0 - Class V 

N/A 

MOHS 1-10 
Al 37.1 ANSI 90 lbs� 

As Reported 

Class A - Class E 
Al 37.1 ANSI 

50 PSI� 

2.0%to 5.0% 

N/A 

Class A - Class E 
Al 37.1 ANSI 0.6% 

Al 37.1 ANSI 

ASTM TEST 

METHOD 

C373 

F AcuTest 2

C1028 

C1028 

- 147 lbs

0.5%to 3.0% 

Class B 

Class A 
� 0.597% 

Range - Max� 0.59% 
Avarage � 3% 

0.42 

Pass 

N/ A (Floor Tile Only) 

oil, grease or other fluids create slippery conditions. When installing floors 

m D.C.O.F. volue of 0.42 is required. Additionally, extra caution is required with 

aint ance. Visit www.tcnatile.com for complete information regarding the DCOF 

r��MtTnrnor the test procedure contained in ANSI A 13 7.1 Section 9.6, which has been 

e measurements, and is in use at tile manufacturing facilities. 

· h it from other DCOF measurements using different instruments and/or protocols.

mber: QAD2020-26 REPORT DATE:l 0/01 /2020 

Tested Product Thickness : l /3" Installed and Used in Wet Areas 



�iche tile� DECORATIVE CAST METAL PRODUCTS 

TECHNICAL TEST RESULTS 2020

PRODUCTS: l 2Xl 8"/l 5 3/4"X23 2/3" MURALS/PLAQUES - METALS:BRONZE/PEWTER 

TECHNICAL 

CHARACTERISTICS 

TEST 

Abrasion Resistance 

Surface Resistivity 

Scratch Resistance 

Breaking Strength 
Frost Resistance 

Chemical Resistance 

Bond Strength 

(Portland Cement with 

Polymer Mixed) 

Water Absorption 

Surface Burning 

Stain Resistance 

Wedging Test 

Facial Dimensions 

DC0F-Dynamic Coefficient 

of Friction (Wet Areas Onlyj 

SCOF-Static Coefficient 
of Fri 

SPECIFICATION 

SUMMARY 

ASTM STANDARTS 

Class 0 - Class V 

N/A 

MOHS 1-10 
Al 37.1 ANSI 90 lbs� 

As Reported 

Class A - Class E 
Al 37.1 ANSI 

50 PSI� 

2.0%to 5.0% 

N/A 

Class A - Class 
Al 37.1 ANSI 0.6% 

Al 37.1 ANSI 

ASTM TEST 

METHOD 

C373 

F AcuTest 2 

C1028 

C1028 

- 134 lbs

0.5%to 3.0% 

Class B 

Class A 

� 0.597% 

Range - Max� 0.58% 
Avarage � 3% 

0.42 

Pass 

N/A (Floor Tile Only) 

oil, grease or other fluids create slippery conditions. When installing floors 

m D.C.O.F. volue of 0.42 is required. Additionally, extra caution is required with 

aint ance. Visit www.tcnatile.com for complete information regarding the DCOF 

e test procedure contained in ANSI A 13 7.1 Section 9.6, which has been 

·eld measurements, and is in use at tile manufacturing facilities.
· 

it from other DCOF measurements using different instruments and/or protocols. 

mber: QAD2020-32 REPORT DATE:12/04/2020 

Tested Product Thickness : 1 /2" Installed and Used in Wet Areas 
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