
Costa Rica Lounge Chair
Item#: 64010

SAVE THESE 
INSTRUCTIONS FOR 
FUTURE REFERENCE.

ATTACH YOUR 
RECEIPT HERE
Keep a copy of your proof of purchase 

needed if you need to contact us 

Purchase Date: 

Before returning to your retailer, our Florida-based Customer Service team is available.

08102021

Call toll-free (866) 985-7877 9 a.m. – 9 p.m., EST
Email  cservice@welltraveled.net
Live chat www.balkenehome.com 9 a.m. – 6 p.m., EST, Mon-Fri
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PARTS LIST

Backrest  

Front Legs

5

x15

2

 
35x13 
 4

4
Support Bracket 

2

NOTE: Assembly of this item involves Mortise and Tenon Joints. A Mortise is a notch or hole in a piece of 
wood designed to receive a Tenon of corresponding dimensions.

WARNING: Assemble in a clear area on a spacious, nonabrasive surface such as a carpet or blanket. Do 
NOT over-tighten hardware, or you risk stressing or cracking the wood.

TIP: As you proceed through assembly, be sure to insert each Screw/Bolt STRAIGHT into the receiving 
hardware or threaded hole. Insertion at an angle can strip the threads and prevent secure connections. 
Do NOT fully tighten any hardware connection until the entire chair is assembled. Then, go back and 
fully tighten each bolt.
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Screw 4x20 
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NOTE: You will need to supply your own Philips-head 
screwdriver with medium blade.



PREPARATION

ASSEMBLY

 

Hardware Used: 1 Screw (7x90x15) x2

Install Front Legs C: align the brackets at the top of 
each leg with the holes drilled in the inside of the Seat 
side rails. Insert and gently tighten 2 Bolts 2 per leg 
to secure each bracket to the corresponding side rail. 
Once all 4 Bolts are inserted, securely tighten using 

the Hex Wrench 5.

Hardware Used: 3 Screw (4x20) x12 
4 Support Bracket x2

Before beginning assembly, be sure to empty contents of carton and make sure all parts are present. If any 
parts are missing, please contact Customer Service.
Place all parts on a soft, level surface for assembly. Estimated Assembly Time: 20 Minutes 
DO NOT over-tighten hardware! Over-tightening hardware can cause wood to crack.

Attach Backrest A: insert the tenon at the bottom of 
each side of Backrest into the corresponding mortise 
drilled behind the woven section of the Seat B as shown. 
Insert a Screw 1 through the hole drilled in the inside of 
the curve of the Seat and finger-tighten into the Backrest. 
Repeat to join the other side. Fully-tighten both Screws 
using the Hex Wrench 5.

B
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C

Hardware Used: 2 Bolt (6x35x13) x4

3 Install Support Brackets 4: attach Support Brackets 
to the back of each joint where the Backrest meets the 
Seat using 4 Screws 3 per Bracket. Insert 2 Screws 3 
to secure the pre-installed bracket on the front of each 
Backrest side rail to the top of the Seat side rail. Gently 
tighten all bracket Screws with a Philips-head 
screwdriver, being careful not to over-tighten.

Check that all hardware is securely installed. 
Your Costa Rica Chair is ready for use! 4
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an additional year




