
Assembly Instruction Sheet #IS-1046P34-6 
For Style 1046P34-6 

Toole RaqulNd: Flalhem IICl8Wdrher, Phlllpe eaawdrlvar, pllenl, wire cutl8rs, wire llrlppers, eleclrlcal tape, l8faty glauee. 
Light loun:e: (8) 120V LED ... W DIIIIIABLE (4GGOK) 
Eallmalad ANembly 11 ... : 10-20 mlnullaa 
Preparallon: ldenllfy and lnlpect al parta bab'8 beglmlng lnetallalon. Check package cantant lllt and dlag1'M11 below lo be eure all parta an, 
preeent. If my parta are ml•lng or damaged, do not atl:8mpt lo lll8Snble, lnllall, or operata the fbdure. Contact cullorner eervlce for replacement 
parta 

.,,amlngs and Cautions 
Tum off eleclrlclty at clR:Ult breaker or main fuse box before lnslallatlon. Consul a llcensecl electrlclan If In doubt 
These Instructions are provided for your safaty. It Is vary Important you read them completely before lnstalllng the fixture. 
We strongly recommend that a llcensacl, professional aleclrlclan perform the lnslallatlon. 
Disconnect fixture from power aourca before raplaclng bulbs. Maka aura bulbs are given aufflclant time to C00I before removal. 

Package Contents 

[!] Fixture Body x1 

Hardware Contents 
PART 
AA 
BB 
cc 
DD 
EE 

DESCRIPTION QUANTRY 
Mounting Balls 8pcs 
Wl18 nut 2pcs 
Outlet Box Screw 2pcs 
Mounting Screw 8pcs 
Croabar 1pcs 
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et 

BB CC DD 

8 I I 
STEP 1 - Allach Mounting 8cnwa, Lock W..hera 
and Hax Nuts to Croabar. 
A. Una up a ll8t of holes on the 

Croabar (EE} and Holes 
on the calllng canopy. 
1hl198d Mounting Saawa (DD} 
Into the holes on the 
Croabar (EE). Pals Lock 
W8111wrs and thrud Hex 
Nuta onto the Mounting 
Saawa(DD). 
Hand tighten unll snug. 
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STEP 2 - Atlach CroNbar to Outlet Box. 
A.Pass the eupply wl188 through the Crossbar (EE). 

Allach the Cl'Oll8bar (EE} lo the Outlet Box (CC} 
with the head of the Gl88n Ground Screw facing you. 
Secul8 It with Outlet Box 
Saawa (not Included}. 
Tighten untll snug. 

OulletBax 

Supply Wires with -----CC 
Outlet Box Saews Ground Wire 

STEP 3 - Flt Celllng Canopy to CroNbar Aaembly 
A. Flt the calllng canopy lo Mounting Saawa (DD} and 18CUl8 

with Mounting Balls (AA). Note: The calling canopy should 
be snug against the calling and the Mounting Balls (AA). 
If not, adjust the length of the 

Mounting Saawa (DD} by 
unmawlng the Hex Nut 
and Lock \Yasher and 
then aaawlng Mounting 

--DD 
Celllng 

Scr8Ws (DD) In or out of the .......... +--0000 
..... 
0 r+--,..--+.......--0000 0

--+-r.,....... 
CIOllber (EE) untll the 
correct length II achieved. 
Once the celling canopy Is 
18CUl8, remove the Mounting 
Ball (AA} and celling canopy 
and proceed lo Slap 4. 
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STEP 4 - Wire Connectlona 

A. U8e 8landard wlra connedora (not Included) to make all wlra 
connecllons. Twist connedora unlll wlrea ara tlghlly Joined togallw. 
Wiap each connec:aon wllh approved eleclrlcal tapa and cnfully 
8luff all the connedad wi'e8 into the Oullet Box. 

Whllawlra � Whllawlra 
from oullat box 

� 

from flxtura 

Black wlra from Blackwira 
oullat box (or Red) from flxtura 

e::: ::n ===�-==== 

Groundwlra 
fromflxlura from oullat box 

Bara, or Graen Ground wlra 

r::u::. ===�� Graen::� 
on the Crossbar 

I Flgure41 

STEP 5 - Install Celllng Canopy to Celllng 

A. Carefully tuck all wirea into the oullet box and poeilion the ceiling 
canopy d the Fbdul8 Body (A) over the oullet box. Align the holea 
in the ceiling canopy with the Mounting Sa&w8 (DD). 

Secura wllh Mounting Balls (AA) and hand tighten unlll snug. 
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