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Administrator
打字机文本
Insert wooden dowel (A) into part (9).

Administrator
打字机文本
Insert wooden dowel (A) into part (7,8).



Administrator
打字机文本
Secure cam bolt (B) to part (6) with screwdriver .

Administrator
打字机文本
Attach part (6) to part (7), then insert and secure cam lock (C) to part (7) to lock it.



Administrator
打字机文本
Attach part (6) to part (8), then insert and secure cam lock (C) to part (8) to lock it.

Administrator
打字机文本
Insert part (9) into part (6).



Administrator
打字机文本
Insert part (10) into part (7,8,9), then secure part (10) to part (7,8) using screw (F) with screwdriver.

Administrator
打字机文本
Secure part (12,13) to part (4) with wrench (H).



Administrator
打字机文本
Attach part (11) to part (4) using bolt (L) with hex key (G).

Administrator
打字机文本
Attach part (7) to part (4) using bolt (L) with hex key (G).



Administrator
打字机文本
Attach part (5) to part (4) using bolt (L) with hex key (G).

Administrator
打字机文本
Attach part (5,7,11) to part (4) using bolt (L) with hex key (G).



Administrator
打字机文本
Attach part (5,8,11) to part (4) using bolt (L) with hex key (G).

Administrator
打字机文本
Attach part (5,8,11) to part (4) using bolt (L) with hex key (G).



Administrator
打字机文本
Attach part (2) to part (4) using bolt (J) with hex key (G).

Administrator
打字机文本
Attach part (3) to part (1) using screw (E) with screwdriver.



Administrator
打字机文本
Place sticker (D) over holes as per diagram.

Administrator
打字机文本
Attach part (1) to part (2) using bolt (K) with hex key (G).
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