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PRODUCT DESCRIPTION

Designed with the precision engineering and robust performance of the magnetic instrument created to determine direction. Compass o� ers a contemporary 
form created with meticulous attention to detail. Appealing aluminum frame embraces mouth blown etched opal glass di� using ambient light for ceiling or walls, 
depending upon speci� cation requirements.

FEATURES SPECIFICATIONS

• Aluminum construction 
• Mouth blown etched opal glass
• CEC  Title 24 compliant
• Mount as a ceiling � xture or wall sconce
• 100%-10% electronic low voltage (ELV) dimming
• ADA compliant, low pro� le design
• ETL & cETL wet location listed, IP65
• Also rated for installation in closets
• No transformer or driver required
• 277V available (special order)
• CRI: 90
• Color Temp: 3000K
• Rated Life: 45,000 hours
• 5 year warranty

Construction: Aluminum

Light Source: LED

Dimming: 100%-10% Electronic Low Voltage (ELV)

Standards: ETL & cETL wet location, IP65 rated, ADA compliant,  CEC Title 24

FM – –

Example: FM-W33612-AL
For 277V, add an “F” before the color temperature: FM-W33612F-AL

COMPASS - model: FM-W336
dweLED™ Indoor/Outdoor Ceiling & Wall
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12" 3w"

12" FM-W33612 19W 1647 1147

AL
BZ

Brushed Alumimum
Bronze16" 3m"

16" FM-W33616 35W 3112 1668


